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The Pro-Series range of Horizontal 

Windlasses is perfect for all boats up to 12m 

(38ft), particularilly where space is a major 

issue.

All the Windlasses are mounted completly on 

the deck allowing maximum space for line 

storage. These Windlasses are perfect for 

installations using mainly rode as our spring 

loaded arms ensure the best  

possible control. 

Horizontal Windlasses

© 2009 Southerly

Pro-Sport, Pro-series and Pro-Fish models 

come DIY ready
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Lewmar’s new Pro-Sport rope/chain windlass is designed as an economical package for rope 

and chain applications, without compromise to quality or performance. Pro-Sport is designed 

around a highly efficient spur gearbox, using smaller, more powerful permanent magnet 

motors. The unit has manual freefall and two gypsy sizes to choose from. It is DIY-ready and 

easy to install. Its rugged aluminum center case and durable composite side covers make  

Pro-Sport the perfect choice. Complete with push-button control, anchoring has never  

been easier. 

Pro-Sport Horizontal Windlass

			   Motor	 Motor		  Maximum	 Working	 Normal		   
		  Gypsy	 Supply	 Power	 Max. Pull	 Line Speed	 Load	 Current	 Weight	 Circuit
Part Number	 Description	 No.	 Voltage	 Watt	 kg	 lb	 m/min.	 ft/min.	 kg	 lb	 Draw	 kg	 lb	 Breaker

6656811196-303	 Pro-Sport 550 G 6mm Kit*	 502	 12 V	 150 W	 250	 550	 30	 98	 62.5	 137.5	 20A	 6.5	 14	 25A

6656811197-303	 Pro-Sport 550 G 7mm / 1/4” Kit*	 503	 12 V	 150 W	 250	 550	 30	 98	 62.5	 137.5	 20A	 6.5	 14	 25A

* Kits include: windlass, base gasket seal, fast mounting studs, installation wrench, toggle switch and circuit breaker. 

Dimension Diagram

Pro-Sport 550 Specifications

Features
•	Powerful motor providing superior line 

speed

•	Low power consumption / current draw

•	Dual direction powered operation

•	Choice of two gypsy sizes, 6mm & 7mm 
(1/4”) chain

•	Maximum pulling power: 250kg (550 lbs)

•	Convenient above-deck installation

•	3-year warranty

•	For boats up to 9m (28ft)

				    Rope Description

Gypsy  Number	 Chain Description	 mm	 in

502	 6mm DIN766	 12mm	 1/2 	 3-strand and 8-plait

503	 1/4" G4, 1/4" BBB, 7mm DIN 766	 12mm	 1/2	 3-strand and 8-plait

		           Length of Cable Run		  Current rating 	
Product	 Voltage	 0-7m / 0’- 23’	 7-15m / 23’- 50’	 Switch Wiring	 for switch wire

Pro-Sport	 12V	 6mm2 / 10 AWG	 6mm2 / 8 AWG	 1.5mm2 / 16 AWG	   5A

Cable Sizes

Pro-Sport Gypsy Specifications
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Praised by professionals worldwide, the horizontal Pro-Series is a shining example of Lewmar’s 

commitment to provide quality products for boats from 6m-11.5m (20-38ft). It’s DIY-ready, easy 

to install and housed in 100% 316 stainless steel, making it well protected and durable. And 

with push-button control and a built-in manual emergency recovery system, anchoring has 

never been easier. 

Also available is our Pro-Fish model, the ultimate windlass for fishermen. The Pro-Fish has an 

automatic freefall that allows you to pull right up over a wreck or ledge, and drop anchor with 

speed and precision. No more running your motor or wasting fuel while you “hover fish.” And 

you can retrieve your anchor just as easily, with the push of a button. Plus, the Pro-Fish is DIY-

ready and made of durable 100% 316 stainless steel.

Pro-Series + Pro-Fish Horizontal Windlasses

Features
•	Automatic freefall (Pro-Fish only)

•	Powerful motor providing fast line speed

•	Manual emergency recovery equipped – all 
you need is a common 1/2” socket wrench

•	Strong 100% 316 stainless steel,  
including control arm and stripper

•	Maximum pulling power: 320kg (700 lb) for 
the 700 and 454kg (1,000 lb) for  
the 1000

•	Convenient above-deck installation

•	5-year warranty

•	For boats up to 12m (38ft)

•	Free Fall conversion kits 

Pro-Fish  
Horizontal Windlass

Pro-Series  
Horizontal Windlass

© 2009 Grady-White Boats, Inc.
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Pro-Series + Pro-Fish Horizontal Windlasses (cont) 

Pro-Series/Pro-Fish Gypsy Specifications

				    Rope Description
Gypsy  Number	 Chain Description	 mm	 in

502	 6mm DIN 766	 12mm	 1/2 	 3-strand and 8-plait

503	 1/4" G4, 1/4" BBB, 7mm DIN 766	 12mm	 1/2	 3-strand and 8-plait

516	 5/16" G4, 8mm DIN 766, 8mm ISO 4565	 14–16mm	  9/16–5/8	 3-strand and 8-plait (5/8 only)

504	 8mm DIN 766, 5⁄16" BBB, 8mm ISO 4565	 14–16mm	 9/16–5/8	 3-strand and 8-plait (5/8 only)

Pro-Series Windlass Specifications

Cable Selection

	 Max.	 Motor	 Motor		  Working	 Max. Line	 Normal	 Circuit
Model	 Chain	 Supply	 Power	 Max. Pull	 Load	 Speed	 Current	 Breaker	 Weight 
	 mm	 inch	 Voltage		  kg	 lb  	 kg	 lb	 m/min.	 ft/min.	 Draw		  kg	 lb

Pro-Series 700	 7mm	 1/4"	 12v 	 500W	 320	 700	 79	 175	 32	 105	 35A	 50A	 8.5	        19

Pro-Series 1000	 8mm	 5/16"	 12v	 700W	 454	 1000	 114	 250	 32	 105	 50A	 70A	 9.5	         21

Pro-Fish 700	 7mm	 1/4"	 12v 	 500W	 320	 700	 79	 175	 32	 105	 35A	 50A	 8.5	        19

Pro-Fish 1000 	 8mm	 5/16"	 12v	 700W	 454	 1000	 114	 250	 32	 105	 50A	 70A	 9.5	         21

		  Gypsy
Part Number	 Description	 No.

6656011196-310	 Pro-Series 700 Kit	 502

6656011107-310	 Pro-Series 700 Kit	 503

6657011196-311	 Pro-Series 1000 Kit	 502

6657011108-311	 Pro-Series 1000 Kit	 516

6657011198-311	 Pro-Series 1000 Kit	 504

Pro-Series/Pro-Fish Windlass Kit

		  Gypsy
Part Number	 Description	 No.

6656211196-310	 Pro-Fish 700 Kit	 502

6656211107-310	 Pro-Fish 700 Kit	 503

6656411198-311	 Pro-Fish 1000 Kit	 504

6656411108-311	 Pro-Fish 1000 Kit	 516

*Kits Include:

Windlass, base gasket seal, fast  
mounting studs, installation wrench, 

circuit breaker, dual-direction solenoid 
and   rocker switch.

Dimension Diagram

					     Current
		  Length of Cable Run	 Switch	 rating for
Product	 Voltage	 0-7m / 0’- 23’	 7-15m / 23’- 50’	 Wiring	 switch wire

Pro-Series/Pro-Fish 700	 12V	 10mm2 / 10 AWG	 16mm2 / 6 AWG	 1.5mm2 / 16 AWG	 5A

Pro-Series/Pro-Fish 1000	 12V	 10mm2 / 8 AWG	 16mm2 / 4 AWG	 1.5mm2 / 16 AWG	 5A

The above cable sizes are recommendations only.
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Conversion Kit
Part Number	 Description	

 66000616	 Conversion Kit
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H2 & H3 Specifications

Pro-Series + Pro-Fish Horizontal Windlasses | H-Series

The stylish, horizontal H-Series Windlasses use the reliable worm gearbox 

technology. The integral contactor simplifies wiring and is protected by a 

durable maincase. the unit's waterproof seal requires minimum maintenance, 

and since you can install it in one piece, getting started is quick and easy.

H-Series

Features
•	Quick, easy, one-piece installation

•	Robust horizontal worm motor-gearbox for 
reliable performance

•	Integral contactor protected by maincase

•	Sealed waterproof unit reuires minimum  
maintenance

•	Aluminium and composite maincase for 
reduced weight

•	Stainless Steel warping drum and unique 
"Wear and Abrasion Reduction Pattern" finish

•	H2/3's come with reed switch and magnet fit-
ted as standard for chain counter applications

•	For Boats up to 14m (48ft)

											           Normal			   Circuit	
	 Part	 Part		  Motor				    Max Line	 Working	 Normal	 Line	 Weight	 Weight	 Breaker
	 Number	 Number		  Supply	 Gypsy	 Motor	 Max Pull	 Speed	 Load	 Current 	 Speed	 Gypsy Only	 Gypsy/Drum	 (Slow 
	 Gypsy only	 Gypsy/Drum	 Model	 Voltage 	 No. 	 Power 	 kg	 lb	 m	 ft	 kg	 lb	 Draw	 m	 ft	 kg	 lb	 kg	 lb	 Blow) 

	 69600533	 69600537	 H2	 12v	 505	 700W	 650	 1433	 21	 69	 163	 358	 80A	 17	 56	 21.5	 47	 23.5	 52	 90A

	 69600534	 69600538	 H2	 12v	 506	 700W	 650	 1433	 21	 69	 163	 358	 80A	 17	 56	 21.5	 47	 23.5	 52	 90A

	 	 69600545	 H3	 12v	 505	 1000W	 890	 1962	 28	 92	 215	 475	 85A	 18	 59	 23.5	 52	 25.5	 56	 110A

	 69600542	 69600546	 H3	 12v	 506	 1000W	 890	 1962	 28	 92	 215	 475	 85A	 18	 59	 23.5	 52	 25.5	 56	 110A

	 	 69600548	 H3	 24v	 506	 1000W	 1020	 2248	 30	 98	 243	 535	 60A	 20	 66	 23.5	 52	 25.5	 56	 90A

* Kits include: Built-in-dual-direction contactor, breaker and rocker switch

	 Gypsy			   Rope Description

Number	 Size 	 Chain Description	 mm	 in

	 	 5/16" BB, 5/16" US G4 ISO,  
505	 8mm	 8mm DIN 766, 8mm ISO 4565	

14-16	 9/16-5/8 	 3-strand and 8-plait (5/8 only)

506	 10mm	 3/8" BBB, 10mm DIN 766, Lewmar 9.5 G40	 14-16	 9/16-5/8	 3-strand and 8-plait (5/8 only)

		           Length of Cable Run		  Current rating 	
Product	 Voltage	 0-7m / 0’- 23’	 7-15m / 23’- 50’	 Switch Wiring	 for switch wire

H2	 12V	 10mm2 / 6 AWG	 25mm2 / 4 AWG	 1.5mm2 / 16 AWG	   5A

H2	 24V	 6mm2 / 10 AWG	 6mm2 / 8 AWG	 1.5mm2 / 16  	   5A

H3	 12V	 16mm2 / 6 AWG	 25mm2 / 2 AWG	 1.5mm2 / 16 AWG	   5A

H3	 24V	 10mm2 / 8 AWG	 16mm2 / 6 AWG	 1.5mm2 / 16 AWG	   5A

Cable Sizes

H2 & H3 Gypsy Specifications

Manual Recovery Kit
Available on the H2/H3 as an optional extra, it 
remains fitted to the unit for user convenience

Part

Number	 Description

66840045    	 M/R Kit H2/H3

21
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Lewmar’s C Series Capstans provide almost 

effortless rope control at the press of a 

footswitch. The WARP™ (Wear and Abrasion 

Resistant Pattern) finished drum optimizes 

performance and reduces rope wear by up to 

30%. Stainless steel components combine 

strength, anti-corrosion and durability with a 

beautiful, polished finish. Installation of the 

C3 is quick and simple, as it is fastened 

entirely from above deck. This innovation 

cuts installation time by 35%. 

C Series Capstans

Features
• Beautifully crafted stainless steel  

components ensure enduring strength  
and performance

• WARP™ finish drum - unique Wear  
and Abrasion Resistant Pattern  
reduces rope wear by 30%

• C3 offers quick, easy on-deck  
installation requiring only one person

• C4–C10’s have worm gearbox-inherent  
 anti-runback characteristics acting   
 as a mechanical brake

		

	 	 Boat Length Overall

	 Size  m	 6	 12.2	 18.3	 24.4	 30.5	 36.6	 42.7	 48.8	 55 
Model	 ft	 20	 40	   60	  80	 100	 120	 140	 160	 180

C3

C4

C5

C6

C8

C10

Capstan Selection Guide

For details of the C10 please 

refer to www.lewmar.com
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C8-C10 - Refer to www.lewmar.com

  C Series Capstans

C Series Capstan Electric Specifications

Model Drum Dia. Motor Max. Pull Working Load Max. Line Speed
Normal 
Current Circuit Breaker Weight 

mm inch Power kg lb kg lb m/min. ft/ min. Draw kg lb

C3 90mm 3 9⁄16 1000W 750 1650 188 550 12 39 65A 70A 12 26

C3 90mm 3 9⁄16 1000W 850 1870 213 550 12 39 40A 50A 12 26

C4 108mm 4 1⁄4 1600W 1250 2750 313 882 25 82 125A 150A 25 55

C4 108mm 4 1⁄4 2000W 1500 3300 375 882 27 89 70A 110A 25 55

C5 108mm 4 1⁄4 2000W 1450 4100 363 1025 27 89 120A 150A 27.5 60

C5 108mm 4 1⁄4 2000W 1600 4100 400 1025 29 97 60A 110A 27.5 60

C6 130mm 5 1⁄8 2000W 1540 3388 770 1644 40 131 90A - 30 66
	

C-Series Capstan Hydraulic Specifications
						      Max Pull	 Max Line Speed

Model	  	 Normal Pressure	 Flow Rate	 kg	 lb	 m	 ft

C4/C5		  175 bar	 10-40 l/min	 1100 at	 2400 at	 21 at	 69 at  
Hydraulic		  2537 psi (cont)	 2.6-10.6 US gal/min 	 14 bar	 203 psi	 40 l/min	 10.6 US gal/min

C3 Dimensions

		           Length of Cable Run		  Current rating 	
Product	 Voltage	 0-7m / 0'- 23'	 7-15m / 23'- 50'	 15-22m / 50'- 73'	 Switch Wiring	 for switch wire

C3	 12V	 10mm2 / 8 AWG	 16mm2 / 4 AWG		  1.5mm2 / 16 AWG	   5A

C3	 24V	 6mm2 / 10 AWG	 6mm2 / 8 AWG		  1.5mm2 / 16 AWG	   5A

C4	 12V	 25mm2 / 3 AWG	 35mm2 / 0 AWG	 50mm2 / 0 AWG	 1.5mm2 / 16 AWG	   5A

C4	 24V	 10mm2 / 8 AWG	 16mm2 / 4 AWG	 25mm2 / 2 AWG	 1.5mm2 / 16 AWG	   5A

C5	 12V	 25mm2 / 3 AWG	 35mm2 / 0 AWG	 50mm2 / 0 AWG	 1.5mm2 / 16 AWG	   5A

C5	 24V	 10mm2 / 8 AWG	 16mm2 / 4 AWG	 25mm2 / 2 AWG	 1.5mm2 / 16 AWG	   5A

C6	 24V	 10mm2 / 8 AWG	 16mm2 / 4 AWG	 25mm2 / 2 AWG	 1.5mm2 / 16 AWG	   5A

Cable Sizes

80mm
31/8" 

90mm
39/16" 

19
4m

m
75 /8

"  
13

7m
m

53 /8
"  

165mm
61/2" 

C4/C5 Dimensions

108mm
41/4" 

19
6m

m
73 /4

"  

215mm
81/2" 

C6-C8 and C10 Hydraulic - Refer to www.lewmar.com

For Below Deck Dimensions refer to the 
product manual or www.lewmar.com 

For C8-C10 dimensions please refer to 
www.lewmar.com

C6 Dimensions

259mm
103/16" 

43
8m

m
17

1 /4
"  

460mm
181/8" 

C8-C10 - Refer to www.lewmar.com



www.lewmar.com

Anchoring & Docking

24

Switches

Panel mount AutoAnchors, Suitable for DC electric windlasses using all-chain or rope/chain rode 

and hydraulic or AC powered windlasses using all-chain rode.

Chain Counters

Features
• Works with prefitted reed switch sensors

• Has additional diagnostics to help troubleshoot 
installation

• Large LCD display shows at a glance how much 
anchor rode is out

• "One touch" automatic function deploys and retrieves 
a preset length of anchor rode

• Docking alarm and preset stopping point help pro-
tect the boat during anchor retrieval

• Adjustable red backlighting ensures clear night 
operation

• Choice of feet or meters rode measurement

• Safety lock reduces unwanted windlass operation

• Easy installation and setup

• Install up to 2 units or combine with the AA150 or 
AA560 for multiple stations on the boat

• Waether cover to protect the console unit

• Console colour grey

66830010

66830008

Handheld  
Control Switch

Deluxe  
Remote Control

Hand-held wired remote 
control

Part

Number	 Description

68000599    	 Delux remote control

68000524    	 Hand-held control switch

• Switches suitable for DC electric windlasses running on 12 or 24V

• Normally open contact, 5A (12 & 24V) 

• Ready to install

• Must be used with a contactor or control box

Guarded Rocker Switch

Part

Number	 Description

68000593    	 Dual direction switch

Deck foot switch

Single direction switch. Hinged cover to prevent accidental operation. 

Available in 3 finishes — Grey, White & Stainless Steel

68000883 
Grey Foot Switch

68000930 
White Foot Switch

68000888 
Stainless Steel  

Foot Switch

	 Grey	 White	 Stainless Steel

Description	 Part Number	 Part Number	 Part Number

Windlass down	 68000883	 68000917	 68000888
Windlass up	 68000884	 68000918	 68000889
Blank	 68000928	 68000930	 68000929
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Both the 3-Button Windlass Remote Kit and the 5-Button 

Windlass & Thruster Kit are easily retrofitted to existing 

installations and include a replaceable battery. The fobs float 

and are waterproof to IP67 (1 Meter deep). Using over one 

billion individual codes, our proprietry encryption scheme 

prevents false triggering from any other device or similar fob. 

And both kits include a Receiver that supports up to eight 

remot key fobs (additional fobs sold separately.

Wireless RF Remote Control

Most Lewmar products utilise 

solenoids although some of our 

smaller products may not. If in doubt 

contact your Lewmar representative.

Part

Number	  Description

68000969    	 10m Remote Antenna Kit

10m Remote Antenna Kit

When reception is poor or distance to the 

windlass/thruster is long, a remote antenna 

will improve reception.

Part

Number	  Description

68000967    	 3-Button Windlass Wireless 		
	 remote Kit

3-Button Windlass Wireless 
Remote Kit

• Allows wireless remote operation (up/
Down) of any Lewmar or Simpson 
Lawrence (solenoid switched) windlass

• FCC & CE

• Kit includes one wireless Fob and one 
Receiver

Part

Number	  Description

68000968    	 5-Button Windlass & thruster 		
	 Wireless remote Kit

5-Button Windlass & Thruster 
Wireless Remote Kit

• Allows wireless operations of any Lewmar 

Thruster (Port & Starboard Thrust) and any 

Lewmar or Simpson Lawrence (solenoid 

witched) windlass (Up/Down)*

• FCC & CE

• Kit includes one wireless Fob, one 

Windlass Receiver and one Thruster 

Receiver   

© 2009 Grady-White Boats, Inc.
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	 Part 
	 Number	 Description

	 68000603	 Circuit Breaker (Slow Blow) 25A

	 68000604	 Circuit Breaker (Slow Blow) 35A

	 68000348	 Circuit Breaker (Slow Blow) 50A

	 68000240	 Circuit Breaker (Slow Blow) 70A

	 68000349	 Circuit Breaker (Slow Blow) 90A

	 68000350	 Circuit Breaker (Slow Blow) 110A

	 68000351	 Circuit Breaker (Slow Blow) 150A

	 68000627	 Circuit Breaker (Slow Blow) 160A

	 68000894	 Circuit Breaker (Slow Blow) 200A

	 68000628	 Circuit Breaker (Slow Blow) 225A

	 68000895	 Circuit Breaker (Slow Blow) 250A

Circuit Breakers

Contactors				    Pro-	 Pro- 
		  Capstans 		  Series	 Series							       V8	 V8  
Part Number	 Description	 C3 to C6	 Pro-Sport	  Fish 700	Fish 1000	 V700	 V1	 V2/V3	 V4	 V5	 V6	 2500	 3500 
 
 

	 	 • 	  

	 	 •	  

	 	 	 	 	 	 	 •	 • 

	 	 	 	 	 	 	 	 • 

	 	 	 	 	 	 	 •	 •	 	 •	 	 	 		

 •	 	 	 	 	 	 	 	 •	 	 •	 	 • 

	 	  	 •	  •	 •	 •	  

 •	 	 	 	 	 	 	 	 	 • 

	 	 	 	 	 	 	 	 	 •	 	 •	 	 • 

		   

	 	 • 

	 	 • 

	 	 	 	 	 	 	 •	 •	 	 •	  

	 	 	 	 	 	 	 	 •	 	 •	 	 •	  

	 	  	 •	  •	 •	 •	 	 	 •	 	 	 	  

	 	 	 	 	 	 	 	 	 •	 	 •	 	 • 

 

 

	 	 	 •	  •	 •	 •	 	 	 •	  

	 	 	 	  	 	 	 	 	 •	 	 •	 	 •

 

Sealed Contactors
68000933 Single 12V

68000934 Single 24V

68000937 Compact Dual 12V (SF)

68000938 Compact Dual 24V (SF)

68000318 Dual 12V (SF)

68000319 Dual 24V (SF)

68000939 Compact Dual 12V (PM)

68000320 Dual 12V (SW)

68000321 Dual 24V (SW)

Contactors in Boxes
18000301 Single 12V

18000302 Single 24V

68000129 Dual 12V (SF)

68000130 Dual 24V (SF)

68000965 Dual 12V (SW,PM)

68000966 Dual 24V (SW,PM)

Pre-wired Contactors in  
Boxes with fuse

68000963 Dual 12V (SW,PM)

68000964 Dual 24V (SW,PM)

© 2009  Bavariabau GmbH
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The Delta™ anchor is constructed of high-grade manganese steel and stainless 

steel for maximum tensile strength. Its unique shank profile and ballasted tip make 

it self-launching. And its low center of gravity and self-righting geometry ensure that 

it will set immediately. 

Consistent and reliable in performance, the Delta™ anchor is guaranteed for life 

against breakage†, has Lloyd’s Approval* as a High Holding Power anchor and is 

specified as the primary anchor used by numerous National Lifeboat organizations.

Delta™ Anchor

Stainless Steel  
Delta™ Anchor

Dimension Diagram 

Galvanized 
Delta™ Anchor

Delta™ Anchor Specifications 
	 		  Anchor	 Recommended										        
Galvanized	 Stainless	 Weight	 Chain Size			 
Part No	 Part No	 kg	 lb	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in

0057404		  4	 9	 6–7	 1⁄4	 514	 20 1⁄4	 230	 9	 8	 5⁄16	 387	 15 1⁄4	 210	 8 1⁄4

0057406	 0057306	 6	 14	 6–7	 1⁄4	 593	 23 3⁄8	 265	 10 3⁄8	 10	 3⁄8	 450	 17 5⁄8	 243	 9 1⁄2

0057410	 0057310	 10	 22	 8	 5⁄16	 695	 27 3⁄8	 310	 12 1⁄4	 13	 1⁄2	 526	 20 5⁄8	 282	 11 1⁄8

0057416	 0057316	 16	 35	 8	 5⁄16	 812	 32	 362	 14 1⁄4	 13	 1⁄2	 614	 24 1⁄8	 328	 13

0057420	 0057320	 20	 44	 10	 3⁄8	 877	 34 1⁄2	 392	 15 3⁄8	 16	 5/8	 663	 26 1⁄8	 357	 14

0057425	 0057325	 25	 55	 10	 3⁄8	 945	 37 1⁄4	 415	 16 3⁄8	 16	 5/8	 713	 28	 387	 15 1⁄4

0057432	 0057332	 32	 70	 10	 3⁄8	 1023	 40 1⁄4	 453.5	 17 4⁄5	 20	 3/4	 775	 30 1⁄2	 425	 16 3/4

0057440	 0057340	 40	 88	 10	 3⁄8	 1103	 43 1⁄2	 489	 19 1⁄4	 20	 3/4	 883	 32 3/4	 437	 17 1⁄4

0057450	 0057350	 50	 110	 12	 1⁄2	 1175	 46 1⁄4	 523	 20 1⁄2	 20	 3/4	 890	 35	 479	 18 7⁄8 

0057463	 0057363	 63	 140	 12	 1⁄2	 1270	 50	 567	 20 3⁄8	 22	 7⁄8	 963	 38	 508	 20

DA B C E

Delta™ Anchor Selection Guide

†Damage by deformation or bending is not covered by this guarantee.
*Lloyd’s Test Certification is available for individual Delta™ anchors by arrangement.

	 Anchor	 Chain				   Boat Length Overall
	 Weight	 Size	 6 m	 9.2m	 12.2m	 15.2 m	 18.3 m	 21.3 m	 24.4 m	 27.4 m
	 kg	 lb	 mm	 in	 20 ft	 30 ft	 40 ft	 50 ft	 60 ft	 70 ft	 80ft	 90ft

Delta™	 4	 9	 6-7	 1⁄4

Delta™	 6	 14	 6-7	 1⁄4

Delta™	 10	 22	 8	 5⁄16

Delta™	 16	 35	 8	 5⁄16

Delta™	 20	 44	 10	 3⁄8

Delta™	 25	 55	 10	 3⁄8

Delta™	 32	 70	 10	 3⁄8

Delta™	 40	 88	 10	 3⁄8

Delta™	 50	 110	 12	 1⁄2

Delta™	 63	 140	 12	 1⁄2

D

E

C

A

B
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	 Anchor	 Chain						     Boat Length Overall		
	 Weight		  Size			   6 m	 9.2m	 12.2m	 15.2 m	 18.3 m	 21.3 m
	 kg		  lb	 mm		  in		  20 ft	 30 ft	 40 ft	 50 ft	 60 ft	 70 ft	 80 ft

 CQR™	 7	 15	 6	 1⁄4

 CQR™	 9	 20	 8	 5⁄16

 CQR™	 11	 25	 8	 5⁄16

 CQR™	 16	 35	 8	 5⁄16

 CQR™	 20	 44	 10	 3⁄8

 CQR™	 27	 60	 10	 3⁄8

 CQR™	 34	 75	 11	 7⁄16

 CQR™	 48	 105	 11	 7⁄16

The CQR™ anchor has gained legendary 

status for its superior performance. The 

original drop-forged construction of the 

CQR™ anchor increases its strength and 

reliability under load – a genuine CQR™ 

anchor will not break. Its hinged shank 

delivers consistent setting and holding even 

in the very worst conditions. The CQR™ 

anchor is guaranteed for life against 

breakage* and has Lloyd’s Approval** as a 

High Holding Power anchor. 

CQR™ Anchor

CQR™ Anchor Selection Guide

CQR™ Anchor Specifications 
	 		  Anchor	 Recommended										        
Galvanized	 Stainless	 Weight	 Chain Size			 
Part No	 Part No	 kg	 lb	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in

0056503	 -	 7	 15	 6	 1⁄4	 660	 26	 235	 9 1⁄4	 55	 2 1⁄8	 552	 21 3⁄4	 330	 13

0056504	 -	 9	 20	 8	 5⁄16	 775	 30 1⁄2	 246	 9 5⁄8	 60	 2 3⁄8	 647	 25 1⁄2	 370	 14 1⁄2

0056505	 -	 11	 25	 8	 5⁄16	 825	 32 1⁄2	 282	 11 1⁄8	 65	 2 1⁄2	 677	 26 5⁄8	 390	 15 3⁄8

0056506	 -	 16	 35	 8	 5⁄16	 981	 38 5⁄8	 328	 13	 76	 3	 776	 30 1⁄2	 513	 20 1⁄8

0056507	 -	 20	 44	 10	 3⁄8	 1037	 40 5⁄8	 355	 14	 83	 3 1⁄4	 828	 32 1⁄2	 528	 20 3⁄4

0056508	 0056205	 27	 60	 10	 3⁄8	 1117	 44	 390	 15 3⁄8	 89	 3 1⁄2	 913	 36	 555	 21 7⁄8

0056509	 0056206	 34	 75	 12	 1⁄2	 1190	 46 7⁄8	 412	 16 1⁄4	 94	 3 3⁄4	 978	 38 1⁄2	 570	 22 1⁄2

0056510	 0056207	 48	 105	 11	 7⁄16	 1196	 47	 485	 19	 120	 4 3⁄4	 843	 33 1⁄8	 530	 20 7⁄8

0056511	 0056208	 66	 140	 12.5	 1⁄2	 1337	 52 5⁄8	 537	 21 1⁄8	 128	 5	 933	 36 3⁄4	 583	 23

0056513	 0056209	 81	 180	 12.5	 1⁄2	 1450	 57	 582	 23	 138	 5 1⁄2	 1010	 39 3⁄4	 634	 25

0056515	 0056210	 108	 240	 12.5	 1⁄2	 1560	 61 1⁄2	 641	 25 1⁄4	 146	 5 3⁄4	 1105	 43 1⁄2	 694	 27 3⁄8

0056530	 0056211	 137	 300	 14	 9⁄16	 1682	 66 1⁄4	 693	 27 1⁄4	 154	 6	 1194	 47	 746	 29 3⁄8

0056540		  182	 400	 16	 5⁄8	 1865	 73 1⁄2	 763	 30	 164	 6 1⁄2	 1319	 52	 828	 32 1⁄2

0056550		  227	 500	 17.5	 11⁄16	 2109	 83	 825	 32 1⁄2	 174	 6 7⁄8	 1430	 56 1⁄4	 875	 34 1⁄2

0056560		  273	 600	 17.5	 11⁄16	 2138	 84 1⁄8	 870	 34 1⁄4	 184	 7 1⁄4	 1511	 59 1⁄2	 949	 37 3⁄8

0056570		  318	 700	 19	 3⁄4	 2256	 88 7⁄8	 900	 35 1⁄2	 197	 7 3⁄4	 1589	 62 1⁄2	 996	 39 1⁄4

	 0056217	  500	 1100	 22	 7⁄8	 2628	 103 1⁄2	 1064	 41 7⁄8	 216	 8 1⁄2	 1847	 72 3⁄4	 1168	 46

*Damage by deformation or bending is not covered by this guarantee.
**Lloyd’s Test Certification is available for individual CQR™ anchors by arrangement.

Dimension Diagram 

DA B C E
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	 Galvanised	 Stainless	 Anchor		  Recommended											         
	 Part	 Steel	 Weight		  Chain Size			 
	 Number	 Number	 kg	 lb	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in

	 0057901	 0058901	 1	 2.2	 5	 3⁄16	 290	 117⁄16	 200	 77⁄8	 6	 1⁄4	 265	 107⁄16	 155	 61⁄8	 150	 57⁄8

	 0057902	 0058902	 2	 4.4	 5	 3⁄16	 360	 143⁄16	 250	 913⁄16	 8	 5⁄16	 325	 123⁄4	 190	 71⁄2	 180	 71⁄16

	 0057905	 0058905	 5	 11	 5	 3⁄16	 470	 181⁄2	 310	 123⁄16	 10	 3⁄8	 415	 165⁄16	 270	 105⁄8	 230	 91⁄16

	 0057907	 0058907	 7.5	 16.5	 6	 1⁄4	 495	 191⁄2	 330	 13	 10	 3⁄8	 430	 1615⁄16	 280	 11	 260	 101⁄4

	 0057910	 0058910 	 10	 22	 8	 5⁄16	 540	 211⁄4	 360	 143⁄16	 11	 7⁄16	 465	 185⁄16	 305	 12	 285	 111⁄4

	 0057915	 0058915	 15	 33	 10	 3⁄8	 625	 245⁄8	 420	 169⁄16	 13	 1⁄2	 530	 207⁄8	 340	 133⁄8	 330	 13

	 0057920	 0058920	 20	 44	 10	 3⁄8	 700	 279⁄16	 460	 181⁄8	 17	 11⁄16	 590	 231⁄4	 365	 143⁄8	 335	 133⁄16

	 0057930	 0058930	 30	 66	 12	 1⁄2	 825	 321⁄2	 525	 2011⁄16	 19	 3⁄4	 705	 273⁄4	 425	 163⁄4	 395	 159⁄16

	 0057950		  50	 110	 16	 5⁄8	 955	 375⁄8	 645	 253⁄8	 23	 15⁄16	 780	 3011⁄16	 490	 195⁄16	 440	 175⁄16

	 0057980		  80	 176	 20	 3⁄4	 1065	 4115⁄16	 710	 28	 26	 1	 865	 341⁄16	 540	 219⁄16	 485	 191⁄8

CQR Anchor | Claw Anchor

Designed based on anchors used to secure 

oil rigs in the North Sea. The Claw anchor is 

constructed of high-grade steel cast in a 

single piece. It sets effortlessly, holds in a 

variety of seabeds and stows easily on the 

bow roller of most boats.

Claw Anchor

Claw Anchor Specifications 

Galvanised 
Claw

Stainless Steel  
Claw 

DA B C E F

Claw Anchor Selection Guide

	 Anchor	 Chain			 
	Boat Length Overall

	 Weight	 Size	 6 m	 9.2m	 12.2m	 15.2 m	 18.3 m	 21.3 m	 24.4 m	 27.4 m
	 kg	 lb	 mm	 in	 20 ft	 30 ft	 40 ft	 50 ft	 60 ft	 70 ft	 80ft	 90ft

Claw	 1	 2.2	 5	 3⁄16

Claw	 2	 4.4	 5	 3⁄16

Claw	 5	 11	 5	 3⁄16

Claw	 7.5	 16.5	 6	 1⁄4

Claw	 10	 22	 8	 5⁄16

Claw	 15	 33	 10	 3⁄8

Claw	 20	 44	 10	 3⁄8

Claw	 30	 66	 12	 1⁄2

Claw	 50	 110	 16	 5⁄8

Claw	 80	 176	 20	 3⁄4	

E

D

F B

A

C

Dimension Diagram* 

*Dimensions relates to the Galvanised Claw anchors. Stainless Steel Claw dimension available on request.
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Anchor Rodes

Bow Roller Specifications 

* Farther from the bow.

Part		 Weight				  
Number	 kg	 lb	 Anchor Type	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in

66840007	 3.6	 8	 Any Fluke style to 35lb/16kg	 524	 20 	 103	 8	 76	 3	 99	 37⁄8	 16	 5/8	 153	 6	 51	 2	 -	 -

66840008	 4	 9	 14, 22 & 35lb (7, 10 & 16kg) Delta™ anchors	 495	 191⁄2	 376	 1413⁄16	 67	 25⁄8	 80	 31⁄8	 16	 5/8	 153	 6	 38	 11⁄2	 602	 2311⁄16

66840009	 4.5	 10	 14, 22 & 35lb (7, 10 & 16kg) Delta™ anchors*	 597	 231⁄2	 478	 1813⁄16	 67	 25⁄8	 80	 3 ⁄8	 16	 5/8	 153	 6	 38	 11⁄2	 704	 2711⁄16

A

Bow Rollers

B C D E F G H

	 Part 
	 Number	 Description

	 69000331	 5' 1⁄4" G4 X 100' 1⁄2" w/ 5⁄16 shackle

	 69000332	 10' 1⁄4" G4 X 150' 1⁄2" w/ 5⁄16 shackle

	 69000334	 15' 1⁄4" G4 X 200' 1⁄2" w/ 5⁄16shackle

	 69000335	 15' 1⁄4" G4 X 300' 1⁄2" w/ 5⁄16 shackle 

	 69000339	 20' 5⁄16" G4 X 200' 9⁄16" w/ 3⁄8 shackle

Premium 3 Strand Rodes (USA only)
	 Part 
	 Number	 Description

	 HM10HT200PX	 10' 1⁄4"G4 - 200' 1⁄2" 8PLT with Shackle — Sprint 600 & H-600

	 HM15HT300PX	 15' 1⁄4"G4 - 300' 1⁄2" 8PLT with Shackle — Sprint 600 & H-600

	 HM15H300PX	 15' 5⁄16" G4 - 300' 5⁄8" 8PLT with Shackle — H-900, (Concept 1, V-2&3 Use 001 gypsy)

	 HM30B130PX	 30' 5⁄16"BBB - 130' 5⁄8" 8PLT with Shackle — H-900 and (H-600 using 504 gypsy)

	 HM30B200PX	 30' 5⁄16" BBB - 200' 5⁄8" 8PLT  with Shackle — H-900

Premium 8 Plait Rodes (USA only)

Features
• Designed to complement the rope-chain 

gypsies fitted to all Lewmar windlasses

• Calibrated for even pitch

• Hot dip galvanised to minimise corrosion

• Welded for high strength

• Smooth rope-to-chain transition

• Helps your windlass operate smoothly

• Hand-sewn whipping guarantees against 
unravelling

Features
• Friction-free surface to make dropping and 

weighing anchor easier

• Won’t damage the deck or topsides 

• Allows you to safely stow anchor while 
cruising and deploy at short notice

• Constructed of 304 stainless steel 

• Range of rollers to fit the most common 
combinations of anchor, mounting style 
and boat

• Please visit lewmar.com for the full range 
of sizes

668400086684000966840007

Dimension Diagram 
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Windlasses are not designed to hold high loads 

while a boat is at anchor. When the windlass is 

not in use and the boat is at anchor, the chain 

should be secured using a chain stopper or the 

rope rode should be attached to a load-bearing 

point such as a cleat. Lewmar has created a 

beautiful new range of cast stainless chain 

stoppers made from 316 stainless steel, perfect 

for sleep-filled nights and lazy lunches.

Chain Stoppers

Standard	 Lever Version
Part	 Part	 Chain Size
Number	 Number	 mm	 in 	 mm	 in 	 mm	 in	 mm	 in 

66840049	 66840077	  8	 5⁄16	 110	 4 5⁄16	 65	 2 1⁄2	 79	 3 1⁄8

66840050	 66840079	 10	 3⁄8	 110	 4 5⁄16	 65	 2 1⁄2	 79	 3 1⁄8

66840051	 66840080	 12–13	 1⁄2 	 148	 5 7⁄8	 88	 3 1⁄2	 101	 4

66840052	 66840081	 13–14	 9⁄16	 160	 6 5⁄16	 100	 3 15⁄16	 106	 4 3⁄16

66840069		  6–10	 1⁄4–3⁄8	 79	 3 1⁄8	 60	 2 3⁄8	 57	 2 1⁄4

66840028

Minimum 12"/305mm Long PVC  
Coated Stainless Steel

66840049

Part Number 	 Description

66840027	 Anchor Safety Strap 3mm Wire

66840028	 Anchor Safety Strap 4mm Wire

Anchor Safety Straps

Chain Stopper Specifications

A B C

C
B

A

Stern Bow

Dimensions Diagram
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In addition to our standard range of chain 

stoppers, Lewmar offer a range of devils claw 

chain stopper aimed directly at the large 

custom builder.

The devils claw chain stopper incorporate a 

mechanism (claw)that enables the anchor to 

be held 'tight' when stowed preventing 

vibration, knocking and accidental 

deployment. The claw mechanism can be 

safely stowed when not in use, allowing the 

chain to run freely.

The Lewmar devils claw is available in 

horizontal & vertical configurations and a 

wide range of sizes from 14mm to 22mm 

Studlink Chain. 

Devils Claw Chain Stoppers

383mm

76mm76mm
24mm
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8 off M20 fixings

For part number details visit  

www.lewmar.com




