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Anchor Rodes

Bow Roller Specifications 

* Farther from the bow.

Part		 Weight				  
Number	 kg	 lb	 Anchor Type	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in	 mm	 in

66840007	 3.6	 8	 Any Fluke style to 35lb/16kg	 524	 20 	 103	 8	 76	 3	 99	 37⁄8	 16	 5/8	 153	 6	 51	 2	 -	 -

66840008	 4	 9	 14, 22 & 35lb (7, 10 & 16kg) Delta™ anchors	 495	 191⁄2	 376	 1413⁄16	 67	 25⁄8	 80	 31⁄8	 16	 5/8	 153	 6	 38	 11⁄2	 602	 2311⁄16

66840009	 4.5	 10	 14, 22 & 35lb (7, 10 & 16kg) Delta™ anchors*	 597	 231⁄2	 478	 1813⁄16	 67	 25⁄8	 80	 3 ⁄8	 16	 5/8	 153	 6	 38	 11⁄2	 704	 2711⁄16
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	 Part 
	 Number	 Description

	 69000331	 5' 1�4�� �(�� �9 �������h 1�2�� �X�� 5�16 shackle

	 69000332	 10' 1�4�� �(�� �9 �������h 1�2�� �X�� 5�16 shackle

	 69000334	 15' 1�4�� �(�� �9 �������h 1�2�� �X�� 5�16shackle

	 69000335	 15' 1�4�� �(�� �9 �������h 1�2�� �X�� 5�16 shackle 

	 69000339	 20' 5�16�� �(�� �9 �������h 9�16�� �X�� 3�8 shackle

Premium 3 Strand Rodes (USA only)
	 Part 
	 Number	 Description

	 HM10HT200PX	 10' 1�4���(�� �� �������h 1�2�� 8PLT with Shackle — Sprint 600 & H-600

	 HM15HT300PX	 15' 1�4���(�� �� �������h 1�2�� 8PLT with Shackle — Sprint 600 & H-600

	 HM15H300PX	 15' 5�16�� �(�� �� �������h 5�8�� ���1�-�5 �X�J�U�I �4�I�B�D�L�M�F �‰ H-900, (Concept 1, V-2&3 Use 001 gypsy)

	 HM30B130PX	 30' 5�16���#�#�# �� �������h 5�8�� ���1�-�5 �X�J�U�I �4�I�B�D�L�M�F �‰ �)�������� �B�O�E �	�)�������� �V�T�J�O�H ������ �H�Z�Q�T�Z�


	 HM30B200PX	 30' 5�16�� �#�#�# - 200' 5�8�� 8PLT  with Shackle — H-900

Premium 8 Plait Rodes (USA only)

Features
�t  Designed to complement the rope-chain 

gypsies fitted to all Lewmar windlasses

�t  Calibrated for even pitch

�t  Hot dip galvanised to minimise corrosion

�t  Welded for high strength

�t  Smooth rope-to-chain transition

�t  Helps your windlass operate smoothly

�t  Hand-sewn whipping guarantees against 
unravelling

Features
�t  Friction-free surface to make dropping and 

weighing anchor easier

�t  Won’t damage the deck or topsides 

�t  Allows you to safely stow anchor while 
cruising and deploy at short notice

�t  Constructed of 304 stainless steel 

�t  Range of rollers to fit the most common 
combinations of anchor, mounting style 
and boat

�t  Please visit lewmar.com for the full range 
of sizes

668400086684000966840007

Dimension Diagram 
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Windlasses are not designed to hold high loads 

while a boat is at anchor. When the windlass is 

not in use and the boat is at anchor, the chain 

should be secured using a chain stopper or the 

rope rode should be attached to a load-bearing 

point such as a cleat. Lewmar has created a 

beautiful new range of cast stainless chain 

stoppers made from 316 stainless steel, perfect 

for sleep-filled nights and lazy lunches.

Chain Stoppers

Standard	 Lever Version
Part	 Part	 Chain Size
Number	 Number	 mm	 in 	 mm	 in 	 mm	 in	 mm	 in 

66840049	 66840077	  8	 5⁄16	 110	 4 5⁄16	 65	 2 1⁄2	 79	 3 1⁄8

66840050	 66840079	 10	 3⁄8	 110	 4 5⁄16	 65	 2 1⁄2	 79	 3 1⁄8

66840051	 66840080	 12–13	 1⁄2 	 148	 5 7⁄8	 88	 3 1⁄2	 101	 4

66840052	 66840081	 13–14	 9⁄16	 160	 6 5⁄16	 100	 3 15⁄16	 106	 4 3⁄16

66840069		  6–10	 1⁄4–3⁄8	 79	 3 1⁄8	 60	 2 3⁄8	 57	 2 1⁄4

66840028

Minimum 12"/305mm Long PVC  
Coated Stainless Steel

66840049

Part Number 	 Description

66840027	 Anchor Safety Strap 3mm Wire

66840028	 Anchor Safety Strap 4mm Wire

Anchor Safety Straps

Chain Stopper Specifications
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Dimensions Diagram
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In addition to our standard range of chain 

stoppers, Lewmar offer a range of devils claw 

chain stopper aimed directly at the large 

custom builder.

The devils claw chain stopper incorporate a 

mechanism (claw)that enables the anchor to 

be held 'tight' when stowed preventing 

vibration, knocking and accidental 

deployment. The claw mechanism can be 

safely stowed when not in use, allowing the 

chain to run freely.

The Lewmar devils claw is available in 

horizontal & vertical configurations and a 

wide range of sizes from 14mm to 22mm 

Studlink Chain. 

Devils Claw Chain Stoppers
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For part number details visit  

www.lewmar.com




